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Specifications are subject to change without notice

Series EFL9 Dimensions in inch (mm)

0.230 [5.8mm]

0.030 [0.8mm]

Ø.165 [Ø4.2mm]

0.145 [3.7mm]
X

0.320 [8.1mm]

0.025 
[0.6mm] 0.240 [6.1mm]

0.210 [5.3mm]

0.100 [2.5mm]

0.475 [12.1mm]

0.128 
+.003
-.002

Recommended Mounting
Holes

0.032 
+.003
-.002

0.100 [2.5mm]

0.300 [7.6mm]

Recommended Footprint

Shoulder of Holder

Add - RP suffix for Reverse Polarity

SINGLE COLOR LED
SHORT LEAD CATHODE

LED Colour
SG – Super Green
SR – Super Red
SY – Super Yellow
UB – Blue 
SA – Super Amber

Order Code Example
Article X Colour

EFL9 63,5 SG 2.5 (63.5) SG
EFL9 76,2 UB 3 (76.2) UB

Standard Lengths
X ±

2.5 (63.5) 0.05 (1.3)
3 (76.2) 0.05 (1.3)
6 (152.4) 0.05 (1.3)
9 (228.6) 0.05 (1.3)

12 (304.8) 0.05 (1.3)
18 (457.2) 0.15 (4)
36 (914.4) 0.15 (4)
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